
AG & PAINT SPRAY 750 PSI

Nylon lined medium pressure spray hose built to handle chemicals used in agricultural and paint 
spray applications. Textile braiding design prevents kinking and oil resistant cover extends the 
service life. Nylon tube air, oil, water, lacquers, solvents, chemicals, paints and thinners.

NATURAL NYLON

1-2 PLY TEXTILE

BLACK OIL RESISTENT RUBBER 

0°F to 190°F

AG & PAINT SPRAY 750 PSI 

500' REELS

TUBE:
REINFORCEMENT:

COVER:
TEMPERATURE:

BRANDING:
PACKAGING SPECIFICATIONS:

SA # OD (IN)ID (IN) WP (PSI) BURST (PSI)
BEND 

RADIUS 
(IN)

VACUUM 
RATING 

(HG)
WEIGHT PACKAGING

8007101-031 0.610.31 750 3000 NA NA 0.13 500'
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8007101-038 0.70 750 3000 NA NA 0.15 500'

8007101-050 0.870.50 750 3000 NA NA 0.22 500'

8007101-062 1.050.62 750 3000 NA NA 0.31 500'

8007101-075 1.190.75 750 3000 NA NA 0.36 500'

AG & PAINT SPRAY 750 PSI

0.38

8007101-025 0.490.25 750 3000 NA NA 0.08 500'

TM

8007101-100 1.511.00 750 3000 NA NA 0.54 500'




